
Standing Seam Order Form

Architectural Cladding Suppliers
Fax or Email Order Forms to:

Fax: (03) 9708 2275

Email: admin@acladding.com.au

PO Box 688
Patterson Lakes Vic 320

www.acladding.com.au 1

Phone: 03 9775 1097

Email: admin@acladding.com.au 

Business Name:

Contact Name:

Phone Number:

Delivery Address:

                                                                                                                          

                                                                                                                            

                                                                                                                            

                        

Delivery Date:

Crane Lift:

Materials:

Time Required:

                                                                                           

                                                                                    

                                                                                     

                                                                                     

                                                

                                                                                         

AM

YES

PM

NO

Client ID/Area COVER
mm

Number 
of

Panels 
Required

Panel
Length

mm

Bottom 
Hook 
Fold

Top 90° Fold Panel Direction

ADDITIONAL COMMENTSStop 
End

Fold 
Back

Left to 
Right

Right 
to Left

*Clips No Of Boxes *Clips No Of Boxes

25mm Fixed
Qty 500

25mm Sliding 
Qty 500

38mm Fixed
Qty 500

38mm Sliding 
Qty 400

50mm Fixed
Qty 400

50mm Sliding
Qty 400

*Note: Clips every 330mm (recommended)

Notes or Special Fold Requests

Client’s Order No: ........................................................................    Page: ....................... of ....................... 

IMPORTANT - 
Please read carefully before submitting your order

ENSURE MEASUREMENTS ARE ACCURATE AND CORRECT. 
ARCHITECTURAL CLADDING SUPPLIERS WILL NOT BE RESPONSIBLE 
FOR ANY ERRORS.

ARCHITECTURAL CLADDING SUPPLIERS CANNOT ADJUST 
MANUFACTURING TO REDUCE THERMAL EXPANSION - THIS IS A 
NATURAL OCCURING CHARACTERISTIC OF STEEL, COPPER, TITANIUM 

ZINC & ALUMINIUM PRODUCTS.

MATERIAL HANDLING AND DELIVERIES

All products should be kept dry prior to installation. If wet, separate 
and dry immediately and always handle with care. (Delivery times are 
subject to change AND ARE AN ESTIMATE ONLY).

NO CLAIMS RECOGNISED AFTER 7 DAYS
ALL MEASUREMENTS TO BE IN MILLIMETERS (MM)
ALLOWANCES OF 2MM - 3MM TOLERANCE IN PANELS

 

Signature: ..............................................................................................................................

Date: .................................................................................................................................................
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Hook Fold

20mm Standard

STOP END - TOP FOLD BACK - TOP

To be 
trimmed 
on site Left to Right

Panel Direction

Right to Left
Panel Direction

Please Select:

25mm 30mm 50mm

To be 
trimmed 
on site

To be 
trimmed 
on site


